Searching PAJ 



Page 1 of 1 



PATENT ABSTRACTS OF JAPAN 

(1 1)Publication number : 2001-043873 
(43)Date of publication of application : 16.02.2001 

(51)lnt.CI. H01M 8/04 

(21 Application number : 2000-254301 (71 Applicant : TOSHIBA CORP 
(22)Date of filing : 27.01.1992 (72)lnventor : AMAMIYA TAKASHI 

FUNATSU TETSUYA 
TAKAHASHI MOTOHIRO 
AKIYOSHI MASAHIRO 
NAGATAYUJI 
SUZUKI SEISHI 



(54) FUEL-CELL POWER GENERATING PLANT 

(57)Abstract: 

PROBLEM TO BE SOLVED: To provide a fuel-cell 
power generating plant capable of purging a storage 
container safely and efficiently by surely removing 
combustible components and oxygen component 
included in a purge gas supplied to the storage container 
of a fuel cell body. 

SOLUTION: This fuel-cell power generating plant has a 
fuel cell body 1 , a storage container 2 for housing the 
fuel cell body, and a reformer 5 for generating a 
reforming gas to be supplied to the fuel cell body. A 
dehumidifying device 22 is provided therein, and the 
exhaust gas exhausted from a combustion part of the 
reformer 5 is dehumidified by the dehumidifying device 
22 and then supplied as purge gas to the storage 
container 2. 
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* NOTICES * 

JPO and INPIT are not responsible for any 
damages caused by the use of this translation. 

1 .This document has been translated by computer. So the translation may not reflect the original 
precisely. 

2.**** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 

CLAIMS 

[Claim(s)] 

[Claim 1]A fuel cell body. 

A container which accommodates this fuel cell body. 

A reformer which generates reformed gas supplied to said fuel cell body. 

It is the fuel-cell-power-generation plant provided with the above, and has a dehumidifier 

system, and after dehumidifying exhaust gas discharged from a combustion part of said reformer 

by this dehumidifier system, said container is supplied as purge gas. 

[Claim 2]A fuel cell body. 

A container which accommodates this fuel cell body. 

A reformer which generates reformed gas supplied to said fuel cell body. 

Are the fuel-cell-powcr-gcncration plant provided with the above, and it has a catalytic 

combustion device and a dehumidifier system, Exhaust gas discharged from a combustion part of 

said reformer and reformed gas discharged from a reforming section of said reformer are burned 

in said catalytic combustion device, and after said dehumidifier system dehumidifies exhaust gas 

discharged from said catalytic combustion device, said container is supplied as purge gas. 

[Claim 3]It is a fuel-cell-power-generation plant which has a container which accommodates a 
fuel cell body and this fuel cell body, A fuel-cell-power-generation plant having a deoxidation 
device from which oxygen in the air is removed, and supplying said container by making into 
purge gas air which removed oxygen with this deoxidation device. 
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